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About This Manual

This Manual describes SIRTAKI hardware and software. Use this manual as a
reference when working with your SIRTAKI.

About SIRTAKI: SIRTAKI is a turnkey combing machine for repeated grooming test and
mechanical abrasion analysis. SIRTAKI allows to comb up to 6 swatches at the same time,
with a combing length of 6.5” (16.5 cm), at an adjustable rate, from 0.67 Hz to 2.67 Hz.
SIRTAKI is a fully automatic system (Computer controlled, with a dedicated software).

Applications range from hair breakage prevention claims for hair conditioning product or
styling device to hair breakage prevention claims from repeated brushing or heat
protection claims.

Copyright and Manual Notice

Bossa Nova Vision reserves the right to make changes to this manual and to the
items described therein without notice. Bossa Nova Vision has taken considerable effort
to ensure that the information in this manual is accurate and complete. However, Bossa
Nova Vision will not be liable for any technical or editorial errors or omissions made herein
or for incidental, special or consequential damages of any nature resulting from the
furnishing of this manual, or operation and performance of equipment in connection with
this manual.
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EU declaration of Conformity

Bossa Nova Vision

BOSSA NOVA

VISION

EU Declaration of Conformity

The equipment which accompanies this declaration is in conformity with EU Directives:
Machinery Directive 2006/42/EC

Etectromagnetic Compatibility Directive 2014/30/EU

Manufacturer:

Bossa Nova Vision LCC, suite 205, 5777 W. Century Blvd. Los Angeles, CA 90045 USA
This declaration is issued under the sole responsibility of the manufacturer.

A copy of the Technical File for this equipment is available from:
Judges Scientific (Dublin) Limited,

2nd Floor, 1-2 Victoria Buildings,

Haddington Road,

Dublin 4,

Ireland

Description of Equipment:

Bossa Nova Sirtaki system system; A table top hair tress combing analysis machine for R&D
purposed controlled over USB link to 3" party generic Windows PC running Labview Sirtaki LIVE
software version 2.50 and onwards.

Year in which CE mark was affixed: 2024

The following harmonised standards have been used:

EN 12100:2010 Machinery

EN 61000-6-1:2007 EMC Generic standards - Immunity for residential, commercial and light-
industrial environments

EN 61000-6-3:2007 EMC Generic standards - Emissions for residential, commercial and light-
industrial environments :

EN 60204-1:2018 Electrical Equipment of machines

Authorised signatory of manufacturer:

Signature

Position in gompany: EQ\J%L J\/}AY‘JAM
Date signed: Oq !{() ZOZ‘\}/
Name of signatory: m ﬁ)}\] @R\A(’/’ml

Place signed: LCS p_l".
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USA info@bossanovavision.com
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Safety

This manual contains important safety and operation instructions for correct use of the
System. Pay special attention to the notices.

CAUTION : Failure to observe this warning may result in damage to equipment and
Improper functioning of the power supply.

WARNING :
1. Do not use this equipment supply near water.
2. Do not operate or touch the system or power supply with wet hands.
3. Refer all servicing to qualified service personnel only.
4. Use a grounded 3 pin AC source for the power supply.
5. Ensure that all hair tresses loaded are free from flammable materials/gasses.
6. Make sure that the Sirtaki is inside the safety box before using it.
Caution:
1. This equipment is for indoor use only.
2. Ensure door is closed prior to use.

3. Do not open the door while the system is active as this will potentially lead to loss of
data and/or incorrect measurements.

Bossa Nova Vision Tel: (424) 393-4011
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1. QUICK START
1.1. Unpacking

Please be sure you have all the following items.

e Sirtaki machine in enclosure

e 12V power supply with mains cable

e Computer

e USB cable x 2 or 3 depending on model.

1.2. Installation and Connections

Installation and Connections

Warning: Observe appropriate manual handling procedures for lifting and moving
Sirtaki machine and enclosure.

Electrical connections:
e 12V 6A power supply
e 2 or 3 usb connectors to computer.

After all connections have been made computer can be switched on and the system can
be turned on using the on/off switch on the control panel.

Do not forget to remove the black plastic lens cover of the camera before doing
measurement (Figure 1b)

Bossa Nova Vision Tel: (424) 393-4011
5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280
LOS ANGELES CA 90045 www.bossanovavision.com

USA info@bossanovavision.com
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Figure 1b: Removing black plastic lens cover

1.3. SIRTAKI HARDWARE

SIRTAKI hardware is composed of:

- 6 Swatch mounts fixed on an adjustable bar (vertically and transverse)

- Arotating mechanism that holds up to 4 combs by channels (6 channels)
- Arotation motor located on the side of the system

- Enclosure

- 12V, 6A Power supply
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Figure 2: SIRTAKI Hardware

Each channel is 2.5” or 63 mm wide and separated by panels. The combing length is 6.5”
or 165 mm (Figure 31).

COMBl J
LENGTH t

[17]
[ ol
\EJ

Figure 31: Combing length

If the hair swatch is longer than 6.5”, there is a chance that 2 combs are brushing the
swatch at the same time. If it is an issue, the user can adjust the vertical position of the
swatch mount higher.

1.3.1. SWATCH MOUNTS

6 swatch mounts allow the user to fix the hair swatch in position using a thumb screw
clamp (Figure 4).

Figure 4: Thumb screw clamp

Flat or round swatch can be easily attached, up to a thickness of 0.6” or 15.4 mm as shown
on Figure 2.

Bossa Nova Vision Tel: (424) 393-4011
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Figure 2: Swatch clamp

CAUTION: BE SURE THAT THE SWATCHES DO NOT HAVE A LARGE TANGLE THAT WILL
CAUSE RESISTANCE AND STOP THE MOTOR. WE STRONGLY RECOMMAND TO SLIGHTLY
MANUALY COMB THE SWATCHES BEFORE MOUNTING THEM IN THE SIRTAKI, TO
REMOVE ANY LARGE TANGLE.

When the user is combing swatches longer than the combing length (6” or 15 cm), in order
to not have 2 combs brushing the swatch at the same time, we recommend to move the
swatch higher using the vertical translation mounts located on both side of the bar (Figure
3).

Figure 3: Vertical translation mounts

By unlocking the thumb screw, the bar easily moves higher (or lower) as desired (Figure
7).

fodvier ticall tran siatiom
®

Figure 7: Swatches mount Qp or down

Bossa Nova Vision Tel: (424) 393-4011
5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280
LOS ANGELES CA 90045 www.bossanovavision.com

USA info@bossanovavision.com



ﬁlﬁ!ﬂ\ﬂ‘ user manual =v 3.0

If necessary, for transverse adjustment, the user can unlock or lock the 2 %-20 button
head screws on each side of the bar (Figure 4) and moves the full swatches mount front
or back.

1/4-20 screws

o O

Figure 4: Transverse adjustment

1.3.2. ROTATING COMBS / MINI BRUSHES

Up to 4 combs (or mini-brushes) are attached for each channel. Each comb is locked in
place using x2 4-40 screws (Figure 5).

(a) (b)
Figure 5: (a) Comb (b) Mini brush

It is very easy to remove and replace each comb (mini-brush). The comb (mini-brush)
width is 2.5” or 63 mm maximum.
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Figure 10: SIRTAKI aligned on the tray compartments

To lock the tray back in place, just use the tray clamp (Figure 11). You can lock the tray
clamp in place turning the clamp counter clock-wise.

(a) Unlock (b) Lock
Figure 11: Tray clamp
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SIRTAKI is now ready for
AUTOMATIC OPERATION!

Caution: Be careful about the reflection of external light (ceiling light or desk lamp) on
the tray. Because the tray is horizontal, ceiling or desk light can be easily reflected by the
plastic tray into the camera lens, creating interferences with the image and data
acquisition as shown on Figure 12 where ceiling lights are directly bouncing on the plastic
tray.

Figure 12: Ceiling light reflection

This will strongly disturb the image/data processing. We recommend to operate SIRTAKI
in an environment with no direct light incident on the system.
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2. SIRTAKI SOFTWARE

SIRTAKI software allows to:
- Acquire data
- Process data
- Visualize data
- Manage data

2.1. Startup

2/

Once the user clicks on the SIRTAKI software icon IEl&#, a window appears (Figure 6).

SIRTAKI

COMBING MEASUREMENT

BOSSA NOVA

VISIGN

i
7

SELECT OPERATION MODE

Live measurement & Load data | Load data only

Figure 6: SIRTAKI software window

At startup (shown on Figure below), the user can choose the operation mode between
Live measurement & load data or Load data only if no hardware is connected or no
measurement is scheduled.

SELECT OPERATION MODE

Live measurement & Load data I Load data only

Bossa Nova Vision Tel: (424) 393-4011
5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280
LOS ANGELES CA 90045 www.bossanovavision.com
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Figure 14: Start-up pop-up window

- Choosing Load data only will lead to the main window. The software does not
need hardware to be turned on or connected. The user will only be able to load,
process and visualize existing data.

- Choosing Live measurement & load data leads to an automated test procedure that
insures all hardware components (Camera, LED panel and Slide motor) are working
properly to the factory specifications.

2.1.1. Hardware test for LIVE MEASUREMENT & LOAD
DATA

A full test requires a clean tray without any broken fibers present in the system in order
to capture and save a picture of the background level (LED panel). We recommend to
proceed to a full initialization and self-test at least every day.
Prior to commencing the self-test the machine should be on, door closed and reset button
pressed.
When the user selects OK for a full test, sequential steps are done:

- STEP 1 - CAMERA initialization and test

- STEP 2 - ILLUMINATION test (measurement of background level and uniformity)

- STEP 3 — DETECTION/IDENTIFICATION OF 6 TRAYS
If the four steps are successful, image acquisition will be possible. If nothing is activated,
the user will only be able to load data.

STEP 1 — CAMERA initialization and test is on (Figure 18).

SELF-TEST
IN PROGRESS

mm) CAMERA

Figure 18: STEP 1 - CAMERA initialization and test

Figure 7 shows the dialog window if there is an issue with the camera.

2] X

Problem with camera
Connect and try again !

No camera needed - Load data only

(a) (b)

Figure 7: Dialog window if there is an issue with the motor

The user can select OK while reconnecting the camera. This option will proceed to STEP 1
- Camera initialization and test again. The user can also select No camera needed — Load
data only. This option will by-pass next steps and go to SIRTAKI main window.

Bossa Nova Vision Tel: (424) 393-4011
5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280
LOS ANGELES CA 90045 www.bossanovavision.com
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If after few tries, the camera is not correctly initialized, please contact Bossa Nova Vision.

The software proceeds to STEP 2 for a measurement of the LED panel level and the LED
panel uniformity. Be sure no swatch is present when this step is running.

AL

SELF-TEST r ¥
N PROGRESS il Al '

Figure 8: STEP 2 - lllumination test (measurement of background level and uniformity)

Figure 21 shows the dialog window if there is an issue with the illumination.
=

Initializing and self-test completed - LOAD ONLY
No measurement possible. lllumination Level OUT OF RANGE.
Calibration needed.

oK

SIRTAKI
°0 O C

Figure 21: Dialog window if there is an issue with the illumination

Level is too low. The user will be able to check the calibration of SIRTAKI but not be able
to acquire new data. If after calibration, the illumination is not correctly initialized, please
contact Bossa Nova Vision.

STEP 3 is the detection and identification of the 6 trays (Figure 9).

SELF-TEST -y TRAYS (x6)
IN PROGRESS Definition

Figure 9: Detection and identification of the 6 trays

If there is an issue with that step, a pop-up message appears (Figure 10).
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Initializing and self-test completed - LOAD ONLY
No measurement possible. Trays not detected properly.
Calibration needed.

OK

SIRTAKI

C e 00

Figure 10: Pop-up message — Problem with trays detection/identification

The user will be able to check the calibration of SIRTAKI but not be able to acquire new
data. If after calibration, the trays detection and identification is still failing, please contact
Bossa Nova Vision.

If all the steps are is successful, a dialog window appears (Figure 11) indicating to the user
that the initialization and self-test are successful. The user can also notice that all
indicators are green, all the trays are identified and the image acquisition is authorized.

Tray #1 ‘ Tray #2 Tray #3 ' ray # Tray #5

- SELF-TEST
Initializing and self-test completed - System READY ! COMPLETED

SIRTAKI

Ready for measurement

e 00

oK

Figure 11: Window — Initialization and self-test successful

In case the camera and/or the motor are not detected and/or operating, the user will
only be able to visualize and process old data (Figure 12).

SELF-TEST
Ryt

Figure 12: LOAD ONLY — No calibration
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5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280
LOS ANGELES CA 90045 www.bossanovavision.com

USA info@bossanovavision.com



page 17 of61 $;ler£\KlJ user manual =v 3.0

The user will not be able to run any calibration.
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2.2. MAIN WINDOW architecture

The main window is presented on Figure 13.

SIRTAKI

PATA MANAGEMENT

i DOOOE  irsrnir DD B AcQUIRE

e AT NEW
— MEASUREMENT

SIRTAKI

LIVE
Ready for NEwW MEASUREMENT

MEASUREMENT
VISUALIZATION

TRAY / COMBING

FIBERS
COVERAGE

CALIBRATION

coneing I LY
OFF CLOSED

Figure 13: SIRTAKI — Main window architecture

On the left of the window is the IMAGE VISUALIZATION. On the right of the IMAGE
VISUALIZATION is the DATA MANAGEMENT window. On the right of the DATA
MANAGEMENT are the ACTION CONTROLS, allowing to acquire new measurements,
visualize measurements, process measurements (Fibers counting or coverage), manually
control the tray and the combing and calibrate SIRTAKI. Under the image visualization are
the HARDWARE INDICATORS that show if the combing is off or on, and if the tray is open
or close.

On the top right of the window, at the top is the EXIT SOFTWARE control m to
exit the software.

2.3. IMAGE VISUALIZATION

The left side of the main window consists of the image visualization (Figure 14) showing
a live image of the tray ONLY when the tray is open.

Bossa Nova Vision Tel: (424) 393-4011
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Figure 14: Image visualization - Tray

LIVE
When the tray is closed and if Live measurement & load data is selected E, the
LIVE IMAGE shows (Figure 15) a SIRTAKI — Live measurement — Ready for new
measurement.

SIRTAKI

LIVE
Ready for NEW MEASUREMENT

Figure 15: Live measurement & load data - Image

LOAD
If Load data only is selected E, the image shows (Figure 16) a SIRTAKI — no live
measurement — Open data only image.

Bossa Nova Vision Tel: (424) 393-4011
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SIRTAKI

Figure 16: Load data only - Image

LOAD
The indicator/control on the top right of the image shows E. The controls allowing

LOAD
the acquisition of new data (image or video) are not visible. If the user clicks on E
, @ pop-up window appears (Figure 17) asking the user to choose the operation mode
similar to the start of the software.

SELECT OPERATION MODE

ILive measurement & Load datal Load data only

Figure 17: Live or load pop-up window

Choosing Live measurement & load data will trigger the hardware check-up procedure
previously explained.

2.4. DATA MANAGEMENT

Data Management window allows to manage the data to be saved and processed (Figure
18). The user can create, delete, copy, rename, etc. different folders and measurements.

Bossa Nova Vision Tel: (424) 393-4011
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TESTA

TEST AVERAGED IMG

Figure 18: Data Management window

3 lists are present:

- Study

- Sub-folder

- Measurements
These correspond to list of folders where the raw data are saved. If a measurement has
not been processed, it appears in grey italic in the list (Figure 19).

wessurewenr () G (9 .

:8 l\‘O v 2”20

COMBIN 28 OCT 2020

r'_r« I'('\ - aun L

LA RO

Flat iron 8 Dec 2020
NOV 2020 - TST
TEST 21 October 2020
TEST 26 October 2020

Figure 19: Measurement List — Processed and not processed

If the measurement has only been processed manually, it will appears in blue italic.
If the measurement has only been processed automatically, it will appears in green italic.
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Processed measurements (manual and auto) are in normal and black font.

On top of each list are controls: ' m m

+
The + and — controls . ' allow to CREATE and DELETE folder.
The R control m allows to RENAME a folder.
C
The C control . allows to COPY a folder.

The M control m allows to MOVE a folder.

2.4.1. CREATE

+
Clicking on the plus control . triggers a pop-up window asking for the name of the
new study or the new sub-folder (Figure 20).

Enter new STUDY name Enter new SUB-FOLDER name

Cancel

Figure 20: New study or new sub-folder name

Clicking on the cancel control mwill cancel the creation of the new study or sub-
folder and close the pop-up window.

2.4.2. DELETE

Clicking on the minus control to delete a study, sub-folder or a measurement will trigger
a pop-up window asking the user to confirm (Figure 34).
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& - X

Are you sure you want to delete the STUDY and its entire content ?

Yes Cancel
[ ] [
& X
Are you sure you want to delete the SUB-FOLDER and its entire content ?
Yes Cancel
] ‘
& X

Are you sure you want to delete the measurement folder(s) ?

Yes Cancel

1
Figure 34: Pop-up window for deleting Study, Sub-folder or measurement

Note that when a folder is deleted, everything it contains is also deleted. For example, if
the user deletes a study folder, the sub-folders and measurements folder contained in

the study will also be deleted.

2.4.3. RENAME

The user can rename a study, a sub-folder or a measurement. Clicking on the R control

m triggers a pop-up window (Figure 21) to enter the new name.

Enter new STUDY name

Enter new SUB-FOLDER name
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Enter new Measurement name

Cancel

Figure 21: pop-up window for renaming study, sub-folder or measurement

Clicking on the cancel control m will cancel the renaming of the study, sub-
folder or measurement and close the pop-up window.

2.4.4. COPY

The user can copy a study (and all its contents), a sub-folder (and all its contents) or a

measurement. Clicking on the C control triggers a pop-up window to enter the name
of the copy (Figure 36). Note that the original remains the same.

Enter Copy Study Name

Enter Copy Sub-folder name
|

SAVE Cancel

Enter Copy Measurement name

SAVE Cancel

Figure 36: Pop-up window for copying study, sub-folder or measurement

Clicking on the cancel control will cancel the copying of the study, sub-folder
or measurement and close the pop-up window.

Note that the copy will be in the same location i.e. a sub-folder cannot be copied to a
different study or a measurement cannot be copied to a different sub-folder. The control
Move needs to be used for that purpose.
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2.4.5. MOVE

The user can move a sub-folder (and all its contents) to a different study or several

measurement to a different sub-folder. Clicking on the M control m opens a pop-up
window (Figure 37).

SELECT the destination STUDY

STUDY VOLUME
ST

Please select a STUDY or CANCEL

Cancel Select

Move sub-folder to a different study
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SELECT the destination SUB-FOLDER

STUDY dynamic SUB-FOLDER dynamic

Please select a SUB-FOLDER or CANCEL

Move Measurement(s) to a different sub-folder
Figure 37: Pop-up window for the destination selection

Clicking on the cancel control m will cancel the move of sub-folder or
measurement and close the pop-up window.

If the sub-folder already exists in the study or if the measurements already exists in the
sub-folder, a message appears (Figure 22).

Sub-folder name already exists!

sien Measurement name(s) already exist!
Please change destination STUDY

Please change destination SUB-FOLDER or CANCEL

Figure 22: Sub-folder or measurements already present
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2.5. ACTION CONTROLS

Action controls (Figure 23) allow to:
e acquire new data

e process data

e visualize data

e export data

ACQUIRE

NEW
MEASUREMENT

MEASUREMENT
VISUALIZATION

TRAY / COMBING
Manual Control

FIBERS
COVERAGE

CALIBRATION

Figure 23: Action controls

2.5.1. ACQUIRE NEW MEASUREMENT

ACQUIRE
NEW

MEASUREMENT

Acquire New Measurement control
while the swatches are combed.

allows to acquire new tray images

2.5.2. MEASUREMENT VISUALIZATION

MEASUREMENT
VISUALIZATION
The visualization control allows the user to visualize the data of the

selected measurement by opening the visualization window.
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2.5.3. TRAY/COMBING Manual Control

TRAY / COMBING
Manual Control
The TRAY/COMBING Manual control allows the user to manually

control the opening/closing of the tray and to switch on/off the combing (by opening a
tray/combing manual control window). This control can be used:

e To easily remove the plastic tray to clean it or inspect it

e to adjust the speed of the rotation

2.5.4. FIBERS COUNTING PROCESSING

The manual processing control m allows the user to manually process

the data of the selected measurement by opening the Manual processing window.

2.5.5. FIBERS COVERAGE PROCESSING

FIBERS
. . COVERAGE .
The automatic processing control allows the user to automatically

process the data of the selected measurement by opening the automatic processing
window.

2.5.6. CALIBRATION

CALIBRATION
The calibration control allows the user to open the calibration

window, allowing the adjustment of the cropped image (Xstart and Zstart) and the camera
exposure.
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3. ACQUIRE NEW MEASUREMENT

LIVE
To acquire a new measurement, software must be in live mode LM2%¢ | and the hardware

test must have been completed successfully for the camera and the illumination. In Load

LOAD
mode L"“I, the acquire new measurement control is not visible.

ACQUIRE
NEW

MEASUREMENT

Clicking on Acquire new measurement control will open the
measurement page. However, if no study or sub-folder is selected, the new
measurement cannot be done and a pop-up window appears (Figure 24).

||

& X

Please select a study or/and subfeolder
before adding a new measurement.

L)
Figure 24: Pop-up window asking for a study/sub-folder selection before adding a new

measurement

When the study/sub-folder selection is correct, a new measurement can be done. The
measurement page appears once the Acquire new measurement control is clicked
(Figure 25).
15

SIRTAKI

Total Combing Time (Minutes) Combing Speed (RPM)

Total Combing Cycles Test Combing Speed
o 7500
Measurementis )= SRR
g " Measurement

SIRTAKI

PAUSE BEFORE OPENING PAUSE BEFORE IMAGE ACQUISTION PAUSE AFTER IMAGE ACQUISITION
Dlofr/on OFF/ON OFF/ON

Estimated Completion Time  Estimated

317PM

Combing cycles between meas.

oD

Figure 25: New measurement window

Figure 26 shows the different controls and indicators.
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Total Combing Time (Minutes) Combing Speed (RPM) # of combs
A P2y &
o 93.75 o 20 o 4

Total Combing Cycles Test Combing Speed

A
Me?furement(S) ¥ CUMULATIVE
g 10 Measurement

o 7500

Measurement Notes

PAUSE BEFORE OPENING PAUSE BEFORE IMAGE ACQUISITION PAUSE AFTER IMAGE ACQUISITION
(CJ OFF/ON (CJ oFF/ON [CJ oFF/ON
Estimated Completion Time  Estimated Completion Date Estimated remaining time
317 PM 1/22/2024 0 DAY(S) 1 HOUR(S) 37 MINUTE(S) 5 SECOND(S)
Combing cycles between meas. Combing Time between meas. (minutes)
750 9.375

Figure 26: Controls/Indicators

The user can adjust the different parameters:
- The total combing time, in minutes
- The total combing cycles
- The combing speed i.e. rotation per minutes (between 10 to 40)
- The number of combs used (usually 4) per channel
- The number of measurements i.e. number of tray images to be acquired
- The CUMULATIVE or NON-CUMULATIVE measurement (detailed in the following
paragraph)

The combing frequency is COMBING SPEED (RPM) x # OF COMBS / 60. Combing speed varies from 10 to 40
RPM, corresponding to a combing frequency (for 4 combs) varying between 0.67 Hz and 2.67 Hz.

30 RPM with 4 combs delivers a combing frequency of 2 Hz. The total combing cycles is TOTAL COMBING
TIME x RPM x # of combs. For a combing time of 60 minutes, at 30 rpm for 4 combs, the total combing
cycles is 7,200.

The user can now select between CUMULATIVE and NON-CUMULATIVE measurement:
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- CUMULATIVE Measurement: SIRTAKI takes a reference image at the start of the
measurement. Each time the tray opens and an image of the tray is taken, there is no
need to be present as the broken fibers will accumulate on the tray (unless some pause
buttons are activated). CUMULATIVE Measurement does not need to have the user
present during the full measurement. The user starts the measurement process and does
not need to be around the system while the tray opens and closes.

- NON-CUMULATIVE Measurement: SIRTAKI takes a reference image at the start
of the measurement. Each time the tray opens, an image of the tray with broken fibers is
taken, then a pop-up message appears, asking the user to clean the tray and remove the
broken fibers, as a new reference image will be taken before closing the tray. This allows
to acquire NON-CUMULATIVE images with less broken fibers. NON-CUMULATIVE
Measurement needs the presence of the user to clean the tray and remove the broken
fibers each time the tray opens. After each clean the enclosure door should be fully closed
and the reset button pushed.

REMARK: We recommend to use the CUMULATIVE option coupled with the FIBER
COVERAGE processing as usually many broken fibers accumulate in the tray. This option
leads to a difficult FIBERS COUNTING processing as many fibers will have to be traced
manually. On the contrary, the NON-CUMULATIVE option which requires the presence of
the user to clean the tray and remove the broken fibers allows an easy FIBERS COUNTING
processing as the fibers counting is almost fully automated. Of course, FIBERS COVERAGE
processing works well with this option.

The user can add some notes (Measurement Notes) about the measurement.

The user can also select 3 pause options during the measurement:

- Pause BEFORE opening of the tray: SIRTAKI will stop combing. This option is used
if the user wants to clean the combs and remove any broken fibers stuck in the
combs.

- Pause BEFORE image acquisition: SIRTAKI will stop combing and the tray will open.
This option is used if the user wants to re-arrange the broken fibers in case some
are too long and between trays.

- Pause AFTER image acquisition: SIRTAKI will stop combing, the tray will open and
the image will be taken. This option is used if the user wants to take a break in
the measurement or clean the tray and remove the broken fibers as automatically
selected for the NON-CUMULATIVE Measurement.

Note that if the NON-CUMULATIVE measurement is selected, the pause AFTER image
acquisition is automatically selected.
The user can also test the combing speed by clicking on the test combing speed control

. This will start the combing (Figure 27).
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Total Combing Time (Minutes) Combing Speed (RPM) # of combs
2y 4 Fa
s 93.75 7 20 0, 4
2 STOP COMBING to
Total Combing Cycles START NEW MEAS.
:} 7500

; Measurement(s) #
A CUMULATIVE
o 10 Measurement

Measurement Notes

PAUSE BEFORE OPENING PAUSE BEFORE IMAGE ACQUISITION PAUSE AFTER IMAGE ACQUISITION
[J oFF/ON [J oFr/ON () oFF/ON
Estimated Completion Time  Estimated Completion Date Estimated remaining time
3:18 PM 1/22/2024 0 DAY(S) 1 HOUR(S) 37 MINUTE(S) 5 SECOND(S)
Combing cycles between meas. Combing Time between meas. (minutes)
750 9.375

Figure 27: Test combing speed on

You can notice that while the combing is on, the user cannot start or cancel the
measurement. The combing needs to stop before doing so, by clicking on Stop combing
to start new meas. control.

Different indicators give the estimated completion time, data and remaining
measurement time. 2 indicators gives the combing cycles between measurement (and
the combing time between measurements).

To cancel the acquisition and go back to the data management page, the user clicks on

START

on the start control . A pop-up message appears. The pop-up window asks for
the number of measurements, their name and their position in the image (Figure 28).

Cancel . Once the parameters are adjusted, to start the acquisition, the user clicks
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Enter new Measurement name

Figure 28: Pop-up window — Measurement name

Once the measurement name is entered, the user click on save (or cancel to cancel the
measurement) and the measurement window appears (Figure 29).

PAUSE BEFORE OPENING PAUSE BEFORE IMAGE ACQUISITION PAUSE AFTER IMAGE ACQUISITION
() OFF/ON (_J OFF/ON (J OFF/ON
Estimated Completion Time  Estimated Completion Date Estimated remaining time
3:18 PM 1/22/2024 0 DAY(S) 1 HOUR(S) 37 MINUTE(S) 5 SECOND(S)
% COMPLETION
|
| R | 1 1 1 | LB 1 1 1 1 L IR 1 1 1 | e 1 1 1 |
0 2 20 3 30 4 £ 50 5 60 & 7 7 g 80 o x
Next Measurement
|

ABORT
MEASUREMENT
Figure 29: Measurement window

Different indicators (Figure 30) give the estimated completion time, data and remaining
measurement time.
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PAUSE BEFORE OPENING PAUSE BEFORE IMAGE ACQUISITION PAUSE AFTER IMAGE ACQUISITION
] OFF/ON () OFF/ON ] OFF/ON
Estimated Completion Time  Estimated Completion Date Estimated remaining time

318 P 1/22/2024 0 DAY(S) 1 HOUR(S) 37 MINUTE(S) 5 SECOND(S)

‘ % COMPLETION

LU 1 ) | 1 1 1 | | 1 LI ) AN L 1 1 1 1 1 U 1 )

o 2 0 30 X & & 5 R 0 7 0 0 b2 ¥ X

Next Measurement
|

ABORT
MEASUREMENT
Figure 30: Indicators

A progression bar gives the % of completion of the measurement. Another progression
bar gives the time when the next measurement will be done. An ABORT MEASUREMENT
ABORT

MEASUREMENT
control allows to abort the measurement and go back to the data

management window. If the user clicks on ABORT, a pop-up window asks the user to fully
delete or save the data up to the ABORT point (Figure 31).

SIRTAKI measurement has been aborted!
Do you want to KEEP or DELETE the data?

KEEP DELETE

E

Figure 31: Abort — Pop-up message

The 3 PAUSE MEASUREMENT controls allow to pause the combing process.
When PAUSE BEFORE OPENING is selected, a pop-up message appears before the tray
opens, asking to CLEAN the combs or to resume the operation (Figure 48)

=
|
SIRTAKI is PAUSED.
- Pressing CLEAN COMBS
will open a pop-up window
to control the COMBS rotation
and allow to clean them
(then OPEN the tray).
- Pressing RESUME will unpause
the operation of SIRTAKI
and OPEN the tray.

CLEAN COMBS RESUME

Figure 48: Pop-up message — PAUSE BEFORE OPENING
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If the user clicks on CLEAN COMBS, a new window opens (Figure 32) allowing the user to
rotate the combs by %, 1/8 or 1/16 rotation.
B

SIRTAKI  [adinessiy

1/4 rotation

1/8 rotation

1/16 rotation

P
Figure 32: Clean combs — Combs rotation

Clicking on Back to business will resume the operation and open the tray.
If the user selects PAUSE BEFORE IMAGE ACQUISITION, once the tray is open, a pop-up
message appears (Figure 50).

]

SIRTAKI is PAUSED.

Clicking on RESUME will unpause
the operation of SIRTAKI

and ACQUIRE the tray image.

RESUME

Figure 50: Pop-up message - PAUSE BEFORE IMAGE ACQUISITION

The user can re-arrange the broken fibers on the tray and click on RESUME when done.

When NOM-CUMULATIVE Measurement is selected, once the tray is open and the image

is acquired, a pop-up message appears, asking the user to clean-up the tray and remove
the broken fibers (Figure 33).

NON-CUMULATIVE Measurement:
CLEAN the TRAY !

Click on RESUME will unpause SIRTAKI
and acquire a new REFERENCE image.

RESUME

Figure 33: Pop-up message — Clean the tray

Once done with the cleaning, closer the door, press the reset button on the machine and
click on RESUME on the software and a new reference tray image is acquired.
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4. MEASUREMENT VISUALIZATION

The data visualization window allows to visualize the results of a single selected
measurement. When the user selects a measurement in the data measurement window

MEASUREMENT
. . L VISUALIZATION . ..
and clicks on the measurement visualization control , the visualization

wmdow opens (Figure 52).

$lRTAKl VISLALIZATION

eat Dam, Flat Iron 2h
Total Combing Time (Minutes)
o es
Measur: es
ray 4, at iron
IMAGE SELECTION
startimage W

Figure 52: Measurement visualization window

On the left of the window is the image. On the right are the indicators and image
selection control (Figure 53).

COMBING 28 OCT 2020 60 M

Total Combing Time (Minutes) RPM # of combs
60 30 4
Total Combing Cycles Measurement(s) #
7200 60

Measurement Notes

50 images average
60 measurements

IMAGE SELECTION
Start Image W |

Figure 53: Indicators and image selection control
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The indictors gives the information about the measurement — Total combing time, RPM,
etc. -. The image selection allows to visualize the image of the full tray before the
combing (Start image), during the combing (Full image) and for each different
compartments of the tray — noted tray 1 to tray 6 — (Figure 34).

IMAGE SELECTION
v Start Image
FULL IMAGE
Tray 1
Tray 2
Tray 3
Tray 4
Tray 5
Tray 6

Figure 34: Image selection control

Image #
10
When the full image or any tray image is selected, the image # is visible -~ ,
allowing to select which image is visualized.
The user can also zoom in and out (using the zoom tool on the left top corner of the
image, and the shift key to zoom out) in the selected image (Figure 35)

TRAY 4 #10

COMBING 28 OCT 2020 60 M

Total Combing Time (Minutes) RPM
60 30

Total Combing Cycles Measurem:

7200 60

Measurement Notes
50 images average
60 measurements

IMAGE SELECTION Image #
Tray4 W o 10

Figure 35: Zoom
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5. TRAY/COMBING MANUAL CONTROLS

TRAY [ COMBING
Manual Contral
When the user clicks on TRAY/COMBING Manual control the

TRAY/MANUAL manual control window opens (Figure 56).

r

°E

$lRTAK[ MANUAL CONTROL oaagaac'ﬁ:m

|
Combing Speed (RPM)

OPEN START A 7 :

1/16 rotation

INDICATORS Speedometer (RPM)

10 15 20 25 55
TRAY COMBING Sw“”'“” ey 35
CLOSED OFF 0 o 40

Figure 56: TRAY/MANUAL manual control

The controls are self-explanatory and allow to open/close the tray and start/stop the
combing while adjusting the RPM (from 10 to 40). The 3 controls on the right allow to
rotate the combing wheel by a quarter, an eighth or a sixteenth revolution. The user can
quit the window and go back to the main window only if the tray is closed and/or the
combing is off.

The manual controls of the tray and combing are used to adjust and test the combing
speed, check and clean the tray, etc.

6. FIBERS COUNTING PROCESSING

This processing method is semi-automatized and depending on the number and size of
the broken fibers, the user will have to finalize the fibers counting manually using the
software. This technique is very powerful as the broken fibers will be detected and
identify, leading to the measurement of their respective length and position for complex
statistical analysis of the breakage rate.
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If the user clicks on fibers counting processing control m without having

selected a measurement, the pop-up message appears (Figure 36).
|

No measurement selected !
Please select a measurement.

oK

I
Figure 36: pop-up message — No measurement selected

When the user clicks on fibers counting processing control m while a

measurement is selected, a pop-up message appears, if the data are not processed yet

(Figure 58).
1

CAUTION : The data have not
been processed yet. Processing
may take some time.

0OK Cancel

I
Figure 58: Pop-up message — Data not processed

If the data were already processed, another pop-up message appears (Figure 59)
= | I
&

This measurement is already processed !

REPROCESS BY-PASS Reprocessing

Figure 59: Pop-up message — Data already processed

Clicking on OK (or REPROCESS) will start the processing. The following window appears
(Figure 37). Clicking on By-BASS Reprocessing will by-pass the processing and go directly
to the fibers counting results window.
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Measurement name

TEST 5
NONCUMULATIVE
Measurement
Total Combing Time (Minutes) Total Combing Cycles Measurement(s) # # of combs RPM
60 4800 6 4 20

Measurement Notes

% COMPLETION

.|
L 232D A 10 A2 R G L (B G A S VA S B N SV G = S B R LR B R s
0 H 0 20 20 30 30 40 40 0 50 6 6 70 7 80 8 9 %0 100 10
Estimated Completion Time ~ Estimated Completion Date Estimated remaining time
10:55 AM 1/23/2024 0 DAY(S) 0 HOUR(S) 1 MINUTE(S) 22 SECOND(S)

Figure 37: Fibers counting in progress

6.1. Fibers counting status

The fibers counting window shows the information about the current measurement
processed. Below the information is the completion progress bar and the estimated
completion time. A blinking message indicates that the software is in automatic detection
and identification of broken fibers mode. Once the processing is completed, a new
window appears, showing the status of the fibers counting (Figure 38).
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SIRTAKI rizers <ountivg status VISION

TRAY 2

‘-
0 1 2 3 4 5 3 7

Image #

3 4
Image #

Estimated total fiber #

3 4
Image #

Automatically counted fibers !

Un-indentified Fibers Objects (UFO) to be analysed manually s®a®

Figure 38: Fibers counting status

The fibers counting status window shows 6 graphs, corresponding to the 6 trays. Each
graph shows the number of fibers versus the images acquired. In the example above, only
3 images have been acquired (Figure 39).

Estimated total fiber #

Figure 39: Fibers # versus image # graph

Each graph shows in GREEN, the number of fibers detected and identified, in RED, the
number of fibers detected but un-identified. The Un-identified Fiber Objects or UFOs will
need to be traced manually by the user.

When the user clicks on , the Fibers counting main window appears (Figure 40).
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!

6.2. Fibers counting main window

The fibers counting main window is shown below.

SIRTAKI ripexs <ountive

AT
FIBERS
RESULTS

Figure 40: Fibers counting main window

On the left of the window is the image of the tray, with the zoom info on the top right,
the tool box on the top left and the cursor position indicator at the bottom (Figure 41).

Figure 41: Image with tool box and indicators
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!

The cursor position indicates the position of the cursor. It is very useful as the fibers are
defined by their location and their length. The user can right clicks on the image and select
the zoom to fit option to reduce the zoom value and to show the tray image in full (Figure
65).

Copy Data

Description and Tip...

Palette >
Save Image...
Clear ROI

J Zoom to Fit

Figure 65: Zoom to fit

The tool box presented on Figure allows to zoom on the image, select segment, move in
the image, draw segments or draw free-hand.

Figure 66: Image tool box

On the right on the window is the tab control that allow to navigate between two
windows (Figure 42).

Measurement info  Select Image & Draw Segments ]
Figure 42: Tabs control

The first tab is the measurement info (Figure ).

6.2.1. Measurement info

The measurement info window shows the different parameters of the measurement
(Combing time, Combing cycles, etc.) and the measurements notes.

Bossa Nova Vision Tel: (424) 393-4011
5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280
LOS ANGELES CA 90045 www.bossanovavision.com

USA info@bossanovavision.com



Page 44 of 61

%KEAKW user manual =v 3.0

Messurementinte | sctectimage . o sesmenes |

Measurement name

TEST 5

NONCUMULATIVE
Measurement

Total Combing Cycles
4800

Total Combing Time (Minutes)
60

Measurement(s) #
6

# of combs
4

Measurement Notes

RPM
20

Figure 68: Measurement info

6.2.2. Select Image and Draw segments

The Select Image/Tray and Draw segments tab is shown on Figure 43.
‘ UFOs (Unidentified Fiber Objects; ﬂ

UFR
UFO#36 -

FIBER(S) List
- Length: 0.24cm

— [ Selected UFO location only
[0 Selected UFO Trace only

IMAGE #
Location: (2
Locatio

5
tion:

Location: (1
Location: (1

Auto Zoom
TRAY SELECTION

v !

FIBERS
STATUS

FIBERS
RESULTS

Tray 4

Length Histogram

Estimated fiber detected (¢}
[0 1

# of FIBERS

MIN Length (cm)
0.0304

count

MAX Length (cm)
1.89

AVR Length (cm)
0.662

Length (cm)

Figure 43: Select Image/Tray - Draw segments

That window is showing many controls and indicators. On the top rights are the controls

(Figure 44).
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IMAGE #

2
TRAY SELECTION

Tray 1 v l

FIBERS
STATUS

FIBERS

RESULTS

Figure 44: Fibers counting - Controls

FIBERS
_ STATUS _ _
The processing status control that opens the Fibers counting status

window (as shown in Figure 38) showing the number of broken fibers per tray that need
to be manually traced. It is updated each time and allows to simply visualize the tracing
to be done before completion. The image # and Tray selection control allow the

FIBERS

RESULTS

visualization of the different images of the tray acquired. The last control
opens a new window that shows the results of the fibers counting, to be detailed in the
following.

Each time the user select an image, the two lists are updated:

- The list on the left is the FIBERS list that gives the location and the length of each
fibers automatically processed.

- The lift on the right is the Unidentified Fiber Objects (UFOs) that shows the
different object and their estimated number of fibers they contain. This list is the
one that the user will have to work with by tracing each segment/fiber contained
in each object and when done, delete the object that has been traced using the

delete & control.
- The graph under the list is the histogram of the fibers length, updated each time
an image # or tray # is updated.

If the user clicks on any of the FIBER(s) list to select a name, the corresponding segment
region of interested appears in green (Figure 71).
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TRAY 425

Measurement info  Select Image & Draw Segr

FIBER(s) List .

Location: (297;710) - Length: 0.24cm &l
Location: ( -L 9

Location: {
Location: (
Location: (

Location: (165;1677) - Length: 0.23cm

-]

l (57,1562)

Length (cm)

Figure 71: Fiber(s) list selected

You can see the position of the cursor that corresponds to the position of the selected
fiber. Using the tool box, the user can zoom on the image using the zoom tool, change
the segment using the arrow tool, move in the image using the hand tool, or trace a new
segment or trace free-hand. We do not recommend using the 2 last tools for the Fiber(s)

list as these tools are used for the UFOs. Because the fibers in that list were automatically
detected, there is no need to modify them.

The UFOs list is the one that will required the most work as the user needs to trace each
of the UFO (Figure 72).

UFOs (Unidentified Fiber Objects) .
UFO#30 - est. 2 fibers :
UFO#36 - est, 1 fibers ] [ Selected UFO location only
[ Selected UFO Trace only

Auto Zoom

Figure 72: UFOs list
On the right top of the list are 2 overlay controls (Figure 45).

|_J Selected UFO location only
|| Selected UFO Trace only

Figure 45: overlay controls
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!

The list shows an estimation of the fibers composing the UFO. If the user selects one
UFO, it appears in red on the image(Figure 46).

)

Length Histogram

NN |
Figure 46: All objects overlay (in red)

If AUTO ZOOM is selected, each time a fiber or an UFO is selected, the zoom will
automatically locate and adjust its value to show the selection in the image (Figure 47).

Selected UFO location only Selected UFO location only
Selected UFO Trace only Selected UFO Trace only
Auto Zoom Autoc Zoom

Figure 47: AUTO ZOOM (OFF and ON)

Once the user has selected an UFO, he can manually trace it using the segment or free
hand tool. The selected UFO is shown on Figure 48.
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Figure 48: Manual tracing

Using the segment tracing tool, the user traces the segment of the UFO (Figure 49).

(260,2049)

Figure 49: Segment tracing
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The Fibers list is updated each time a segment is traced. Note that sometimes an UFO can
just be a small dust particle and needs to be ignored. Once all the segments have been
traced or ignored in an UFO, the user needs to manually delete the corresponding UFO

using the - control. If the user traces all the segments of the ufo but forgets to delete
the ufo, it will still appear in the list and on the fibers counting status. The tracing has to
be done for each images of each tray. To monitor the status of the tracing, the user can
click on the processing status control as shown below where all the ufos are now
identified and traced - No more red -, as shown on Figure 50.

1
$lk AKl FIRERS <OUNTING VISION xit I}
Tray 1 Tray 2 Tray 3
20 12 9
E BE E
E E 8
: 10+ |
* 15 * ; ]
2 2% £73
3 IRE g
8 103 B 73 2 6]
3 ] 3 e i
® 3 RE B g
E ] E 5] £°7
£ s DE 8
& % e EIx
E 33 ]
o | NNEN—— | —— . —— 25 R, | I, | —— e R v B v O
1 3 4 1 2 3 4 1 2 4
Image ¥ Image # Image #
Tray 4 Tray 5 Tray 6
60 — 17 = 507
55| 103 i
4 E 457
# 50-] % 93 '
B o B
T %] ERE 5 35
2 35+ s 2
g 30- E EE E 302
E 25-| E 4] £ 51
& 201 LEE I
1 E 20+
15 24 3
10 NEE REEEEEER REEEAEER R L T e B ey e B e ] ST T L TN i R,
1 2 3 4 1 2 3 4 1 3 4
Image # Image # Image #
Automatically counted fibers |
Un-indentified Fibers Objects (UFO) to be analysed manually [\®a"

Figure 50: fibers counting status — Tracing done!

6.3. Fibers Counting Results

Once every UFO has been manually processed, the user can check the results of the test

FIBERS
—_ RESULTS . . .
by clicking on the controls and the Fibers counting results window
appears (Figure 51).
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SIRTAKI ripers <ounting resus

NO
FILTERING

Figure 51: Fibers counting results window

3 tabs allow to visualize different graphs (Figure 80).

[ Fibers #vs. time | Length vs. time = Histograms

Figure 80: Fibers counting tabs

The user can visualize the number of fibers versus time (Figure 81).

&7

SIRTAKI ripers <ountive resurs

Fibers # vs, time

Length vs.time | Histograms

FIBERS # OVER TIME
55+

TRAY #1

A=

] ¥

507 TRAY#2 [y

45—:‘ TRAY#3 [=y

: TRAY#4 [[&5

40 TRAY#5 [~y

1 TRAY#6 [y

357 I

1 30_:
o
[l
w
T 257

| TRAY#1 | TRAY=2 | TRAY#3 | | TRAY=5 | TRAY=6
Rate (#fibers/minutes) | 1.339 1.224 | 0.503 | 3.976 | 0.812 \' 1.297

Figure 81: Number of fibers versus time

Bossa Nova Vision Tel: (424) 393-4011
5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280
LOS ANGELES CA 90045 www.bossanovavision.com

USA info@bossanovavision.com



Page s1of61 %RTAKW user manual=v 3.0

The graph shows the variation of the number of broken fibers in each tray versus time.
An estimation of the linear rate (# fibers per minute) is showed in the table below the
graph. Figure 52 shows the lengths of the fibers for each tray versus time (average, min
and max).

SIRTAKI ripers <ountiNG KesuLTs

NO
FILTERING

Figure 52: Length versus time

The last tab shows the histogram of the length for an image and a tray (Figure ).

7

SIRTAKI rirers <ountiNG KesuLTs

Fibers #vs.time | Lengthvs.time Histograms

Length Histogram
35+ TRAY SELECTION

Tray 4 v

IMAGE #
L6

count

Average Length (cm)

15+ 0.133
10— Maximum Length (cm)
2.88

Minimum Length (cm)
0.0152

2 14 16
Length (cm)

Figure 83: Histogram of the length
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These graph can easily be exported in Excel or as text file by right clicking on them
All the results and graphs can be updated as the user can filter out the maximum and

the minimum of the length using the filter control (Figure 53).
Max Length (cm)

FILTERING g 1”2
BY LENGTH [EIGrEYC)
",’} 0.02

|
Figure 53: Filtering by length

The user can filter out the influence of small fibers or dust particles.

Bossa Nova Vision Tel: (424) 393-4011

5777 W. Century Blvd — Suite 205 Fax: (310) 943-3280

LOS ANGELES CA 90045 www.bossanovavision.com
USA info@bossanovavision.com



Page 53 of 61 $IRF‘AKl , erf manJUJaJIJ 3).,@
7. FIBERS COVERAGE PROCESSING

This option is a fast processing as it does not identify the broken fibers individually but
just measure the surface (in pixels) covered by the broken fibers. This method allows the
user to rapidly evaluate the tendencies of fiber breakage.

. . . COVERAGE .
When the user clicks on automatic processing control , the automatic

processing window opens (Figure 54).

SIRTAKI auto processine  VISION

Figure 54: Automatic processing window

Information about the measurement is displayed on the right of the window. The user
clicks on start to start the automatic processing (Figure 55) or cancel.

[E¥ SIRTAKI AUTO PROCESS

$IRTAK1 AUTO PROCESSING "m

TRA

Figure 55: Automatic processing on

A graph appears with the transmission image of each tray — 1 to 6 — (Figure 56).
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TRAY #3 TRAY =4 TRAY =5 TRAY =6

Figure 56: Graph and image

The graph shows the number of pixels corresponding to the broken fibers versus the
image #. The image shows the transmission imager of each tray — broken fibers appears
in white on a black background -. Once the automatic processing is done, the results are
automatically saved in a text file named pixels_vs_img.txt that contains the variations of
the pixels number for each tray versus the image (Figure 57: pixels_vs_img.txt).
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) pixels_vs_img - Notepad

File Edit Format View Help

83 28 e e 290 e

659 450 ) ) 409 13

842 446 ) ) 458 12
919 447 ) ) 513 18

927 454 ) ) 562 22
1105 478 ) ) 585 27
1366 476 ) ) 600 22
1364 488 ) ) 619 18

1436 514 ) 38 634 70
1477 589 ) 35 657 137
1564 647 ) 32 661 211
1542 683 ) 33 674 19
1587 718 ) 34 687 216
1650 775 ) 31 697 209
2205 1066 @ 37 707 222
2223 1259 @ 28 704 211
2232 1259 @ 23 747 239
2207 1275 @ 18 751 232
2211 1537 @ 23 768 249
2219 1562 @ 32 768 256
2317 1568 @ 23 836 257
2297 1553 @ 30 836 262
2296 2070 @ 37 846 258
2327 2102 ® 33 852 268
2348 2093 @ 34 851 266
2349 2104 @ 17 870 279
2324 2093 @ 24 867 272
2315 2078 © 24 867 269
2301 2111 @ 23 871 277
2332 2289 @ 18 882 273
2323 2338 40 11 894 292
2329 2371 4e 6 908 278
2330 2697 42 6 924 268

Figure 57: pixels_vs_img.txt

By right clicking on the graph, the user can also export the data to clipboard, excel or as
an image (Figure 58: EXPORT data).

3600+,

3400 RO P~
32-:):)—5 x,—r" TRAY#2 [y
: ) St i TRAYED [P
/ TRAYS [y
Copy Data TRAYES [y
ipti Y
b Description and Tip... HJM«-‘ TRAY26 |y
E Visible ltems »
7
g? Clear Graph
g f"‘ Create Annotation
2 -
& ;’-( i A
"f “: + AutoScale X
/ 0000000000001
/’J J | v AutoScale Y

o003 (,..af"' *** 4 Smooth Updates
s s PO 4

(,I*" « Autosize Plot Legend L csssoa™o™
‘ ExporDita ToCphon
RN e
X 25 30

'O....g....!!&....?.sr 5 4 : Export Data To Excel
MAGE C

Export Simplified Image...

|
Figure 58: EXPORT data

The user can exit the automatic processing window to the main window (Figure 59) using

the top right corner button
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lzsrw AUTO PROCESS

$lRTAKl AUTO PROCESSING VTS |"s%"ﬁ
I I I I I

Figure 59: Automatic processing done

Flat iron 8 Dec
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8. Calibration

By clicking on Calibration button, the user will be able to adjust Xstart and Zstart to crop
the SIRTAKI image form the full image and adjust the exposure time of the camera. On
the start of the calibration, the tray will open (Figure 91).

=2
KI <ALIBRATION BOSSA NOVA
ISALERAT VISION

o] X

TRAY WILL OPEN
once you CLICK on OK.

Careful nothing is in the way |

Figure 91: Calibration — Main window

Once the tray is open, the message appears (Figure 60)

100000
#
% 10000
%
o
& X ]
SIRTAKI CALIBRATION allows to adjust: B
- Xstart and Zstart (Manually),
- the camera exposure (Automatically),
- and save the values in the ini file ] L
X START
., 540
A
EXP
CAVIC
Figure 60: Calibration message
Click on ok. The main window appears (Figure 61).
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HISTOGRAM

AAGE

..........

1000+

......................................................

X START Z START
A A
g 40 g O
Exposure Time
AUTO
EXPOSURE 31500
SAVE VALUES
IN INI TEXT FILE

Figure 61: Calibration main window

On the left is the full image delivered by the camera. It is not cropped. Adjusting Xstart
and Zstart allows the user to crop the image. The orange rectangle shows the position of
the cropped image in the full image. If the user clicks on the SIRTAKI image tab at the
top of the window, he can visualize the cropped image used in SIRTAKI (Figure 62).

SIRTAKI <ALIBRATION BO

FULL IMAGE  SIRTAKI IMAGE V

CROPPED IMAGE SIRTAKI

Figure 62: SIRTAKI Image (cropped from full image)

The goal is to get a clear image of the 6 trays, as shown above.

AUTO
Once it is done, the user can click on AUTO EXPOSURE ol i to automatically

adjust the exposure of the camera. Once done, do not forget to click on SAVE VALUES in
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SAVE VALUES
IN INI TEXT FILE
the INI text file i . Once calibrated, you should get a clear image of the
tray like below (Figure 63). )
SIRTAKI <ALIBRATION BOSSA NOVA )
VISION exit I

FULLIMAGE | SIRTAKI IMAGE
HISTOGRAM

FULL SIRTAKI IMAGE

X START Z START
g 540 g 0
Exposure Time
AUTO
EXPOSURE 11300
SAVE VALUES
IN INI TEXT FILE

Figure 63: Calibration done

9. Data format

The data are stored in a measurement folder (Figure 96).
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C ‘@ Startbackup > - SIRTAKI > DATASIRTAKI > SEBTST-DECEMBER2023 > TST1 > TST1 > Search TST 1 Q

N Sort O View (B Details

fibers info.txt MASK1.PNG MASK2.PNG MASK3.PNG MASK4.PNG MASKS.PNG MASKE.PNG notes.txt Processed image Processed image

1Tray 1.PNG 1Tray 2PNG

Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processed image
1Tray 3.PNG 1Tray 4PNG 1Tray 5.PNG 1Tray 6.PNG 2Tray 1.PNG 2Tray 2PNG 2Tray 3PNG 2 Tray 4PNG 2Tray S.PNG 2 Tray 6PNG 3Tray 1.PNG

Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processed image  Processedimage  Processedimage  Processedimage  Processedimage  Processed image
3 Tray 2PNG 3 Tray 3.PNG 3 Tray 4PNG 3Tray 5.PNG 3Tray 6.PNG 4Tray 1.PNG 4Tray 2PNG 4Tray 3PNG 4Tray 4PNG 4Tray SPNG 4Tray 6.PNG

Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processedimage  Processed image

5 Tray 1.PNG 5 Tray 2PNG 5 Tray 3.PNG 5 Tray 4PNG 5 Tray 5.PNG 5 Tray 6.PNG 6Tray 1.PNG 6 Tray 2PNG 6 Tray 3.PNG 6 Tray 4PNG 6 Tray 5.PNG
Processed image rawl.png raw2.png raw3.png rawd.png raw5.png rawé.png SIRTAKIini et startd.png startlpng start2.png

6Tray 6.PNG

start3.png start4.png start5.png Xixt

Figure 96: Measurement Folder

It contains:

- Info.txt, a text file where all the measurement parameters are stored (RPM, etc.)

- Notes.txt, a text file where the notes are stored.

- All rawx.png images

- 6 MASK png images

- A pixels-vs-img.txt where the automatic processing results are stored (if fiber
coverage processing has been done).

- Processed images x tray y.png (x the image number, y the tray number) (if fibers
counting has been done)

- A fibers folder containing the text files corresponding to the fibers counting

processing)
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10. Technical Specifications

COMBING LENGTH
SWATCH LENGTH
SWATCH TRAY
Rotation speed
COMBING FREQUENCY
COMBS

DIMENSIONS (enclosure)

WEIGHT
Software
Operating system
Camera computer connection

SIRTAKI computer connection

SIRTAKI revolution counter (if
fitted)

DATA Output
Calibration

Power requirement

6.5” (16.5 cm)
Up to 10” (25.4 cm)
Removable (Easy to clean) — 6 compartments
Adjustable from 10 to 40 rpm
Adjustable from 0.67 Hz to 2.67 Hz (with 4 combs)

2.5” width maximum

Width 85 cm
Height 91cm
Length 104cm

c. 100kg
SIRTAKI 2.50
Windows 10/11
USB 3.00
USB 2.00

USB 2.00
8 bits monochrome image in png
Text files
Factory calibrated

110/220 VAC
50/60 Hz
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